TESLA AC CHARGING PLUG

EIS Model:

A3 TiFE RS ® osr-ease
® DST-EV32P

FEERELFR  FERRAE IR FRIE IR ® DST-EV50P
Product application:Charging pile electrical connection ® DST-EV80P

304405

91,2205
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= aFE Features
© FFE KC 621962 11f o (UEIBIPIERE, PIIRSRIAE] IP6T (H07SPIER)
Meet KC 62196-2 standard Excellent protection performance,protection grade IP67
° SMEEM, FRUBTHEAGRIEFRE, ERER (Inside the gun shell)

Nice appearance,hand-held ergonomic design,easy plug

B4 aEElectrical Performance

M aE A B
A MEAE Mechanical properties B ——

o HiiEd: T EIE> 1000078 Rated current: 16A/32A/50A/80A AC
TREBFE: 240V AC
o FURDA: AIAR KB EBSE 5 2ME HiRE ST Operation voltage:240V AC

Impat of external force:can afford 1m drop and 2t vehicle run over pressure o #s4eafg: %38 >1000MQ , DC500V

Mechanical life:no-load plug in/pull out>10000 times

Insulation resistance:Ordinary temperature>1000MQ , DC500V
IFEF <50K

Terminal temperature rise: <50K

fitE: 2000V

IR A Applied Materials Withstand Voltage:2000V

$EMPAHT: 0.5 mQ Max

Contact Resistance:0.5 mQ Max

I 14EE Environmental performance

o TYEIFEUREE: -30°C~+50°C
Operating temperature:-30°C~+50°C

o ShEEiAE): REBIEIER], PAMRSRULI4 V-0
Case Material:Thermoplastic,flame retardant grade UL94 V-0
o {BE: WA®, REERIUASEEN

Pin: copper alloy, silver plated surface + top thermoplastic

FRiEE S5inERR4 Model selection and the standard wiring

FS5/Mode EME R 7/Rated current £45314%/Cable specification
DST-EV16P 16A 3*"14AWG+1*18AWG
DST-EV32P 32A 3*10AWG+1*18AWG
DST-EV50P 50A 2*8AWG+1*10AWG+2*16AWG
DST-EV80P 80A 2*5AWG+1*8AWG+6*20AWG




